
 

 

MONGLA CEMENT FACTORY 

MONGLA, BAGERHAT 
 

(A Project of Sena Kalyan Sangstha)  
PABX: 880-02-478846029 

Fax: 880-02-55058401 

E-mail: monglacementfactory@gmail.com 

 

TENDER NOTICE FOR SUPPLY OF PAY LOADER, MCF 

Techno-commercial offers are invited from bonafide Manufacturers/Suppliers/Indenters for the 
supply of one (01) set of Pay Loader from any reputed manufacturer of any origin/country to 
Mongla Cement Factory (MCF), Mongla, Bagerhat, Bangladesh. Interested tenderers are 
requested to drop their tenders in the tender box kept in the office of Business Division-1 at the 
address mentioned below before 11 November 2025 by 10:00 hours BST. The tenders will be 
opened on the same day at 10:30 hours BST in the presence of tenderers (if any). The tender 
schedule will be available from the Business Division-1, Sena Kalyan Sangstha, SKS Tower (5th 
Floor), 7 VIP Road, Mohakhali, Dhaka-1206, upon submission of an application on the official 
letterhead pad and payment of Tk. 2,000/- (non-refundable) during office hours.  
 

Sena Kalyan Sangstha reserves the right to accept or reject any or all tenders without assigning 
any reason whatsoever. Bidders are requested to submit earnest money and fill up Part-4 and 
Part-5; otherwise, the tender offer may be rejected. The Letter of Credit (L/C) will not be opened 
until the Performance Guarantee (PG) is submitted. In case of offers in local currency (BDT), the 
PG must be submitted after the offer has been accepted and the acceptance letter has been issued. 
Attached: Technical Specification – 03 pages. Suppliers shall submit hard copies of both the 
Technical Offer and Financial Offer separately, each sealed in one envelope, with duplicate 
copies in another envelope, addressed to the Deputy Director General, Business Division-1, SKS 
Tower, Mohakhali, Dhaka. 
 

 

 

         Deputy Director General 
         Business Division-1  
         Sena Kalyan Sangstha 
 

 

 

 

 

 

Published Date: 21 Oct 2025 

 

 
 
 



PART-5 
Technical Specifications for Supply of Pay Loader from Latest Production 

Line to Mongla Cement Factory, Mongla, Bagerhat, Bangladesh 
 
Quantity: 01 Set 
 

S
L 

Parameter MCF Requirement Supplier’s 
Offer 
 

Remarks 

GENERAL    
1 Manufacturer’s Name & Address: To be 

filled in by the Bidders 
To be mentioned   

2 Model To be mentioned   
3 Country of Origin  Japan/Korea/China/USA/UK/EU.   
4 Country of manufacture/assemble  Japan/Korea/China/USA/UK/EU.   
5 Operating Weight 16,595 Kg   
6 Standard Bucket Size 3.0 m3   
7 Standard Breakout Force 168 KN   
8 Tyre Size 23.5-25 PR16L-3TT   
9 Bucket Width 3.1m   
10 Bucket capacity (Dimensional)  3.1m3-3.5m3     
11 Bucket capacity (Contained) 

 Density to be considered : 
Earth/Clay : 1.5-1.7 Ton/m3 
Sand and Gravel : 1.5-1.7 Ton/m3 
Aggregate : 1.6-1.7 Ton/m3 

3.0 m3    

 ENGINE DETAILS 
12 Maker/Manufacturer Cummins/equivalent   
13 Model 6LT9.3 or equivalent   
14 Type Turbocharged charge air cooled,  

diesel engine 
  

15 Rated Power  162KW (217 HP/220ps) at 2,000 rpm   
16 Net Power  152KW (204 Hp/207Ps) at 2,000 rpm   
17 Peak Gross Torque 980 Nm  at 1400 rpm   
18 Displacement 9.3 L   
19 Number of Cylinders 6   
20 Aspiration Turbocharged   
 TRANSMISSION  DETAILS 
21 Type Planetary, Power shift   

22 Torque Converter Double stage, four elements   

23 Maximum Travel speed, fwd 37 km/h   

24 Maximum Travel speed, rev 14.5 km/h   

25 Number of speeds, fwd 2   

26 Number of speeds, rev 1   

 AXLE DRIVE SYSTEM 
27 Differential Front Type Conventional   
28 Differential Rear Type Conventional   
29 Axle Oscillation 10˚   
 TYRES DETAILS 
30 Type Tubeless loader design tires, industrial-grade loader 

tires. 
  

31 Standard 23.5 R25,L3 (or equivalent)   
32 Options include 23.5 R25, XHA2   
 BRAKES  DETAILS  
33 Service Brake Type Caliper discs brake.   
34 Service Brake Actuation Air over hydraulic   
35 Parking Brake Type Drum   
36 Parking Brake Actuation Manual air control 

 
  

 HYDRAULIC SYSTEM DETAILS 
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37 Main Pump Type Gear   
38 Main Relief Pressure 20.7Mpa   
39 Raise Time 5.6 sec   

40 Dump Time 1.5 sec   
41 Float Down Time 3.0 sec   

42 Fastest Total Cycle Time 10.1 sec   

 LOADER ARM PERFORMANCE 
43 Tipping Load Straight 12,500 Kg   

44 Tipping Load -Full Turn 11,100 Kg   

45 Maximum Hinge Pin Height 4,114 mm   

46 Dump Clearance at Full Height 3,037 mm   

47 Dump Reach at Full Height 1,169 mm   

48 Maximum Digging Depth 50 mm   

 DIMENTIONS 
49 Length With Bucket Down 7,919 mm   

50 Wheelbase 3,250 mm   

51 Cab height 3,500 mm   

52 Width Over Tires 2,750 mm   

53 Width Over Bucket 2,976 mm   
54 Ground Clearance 431 mm   

55 Turning Radius (Outside of Tire) 6,854 mm   

56 Turning Radius (Bucket Carry) 6,779 mm   

 STEERING SYSTEM DETAILS 
57 Type Load sensing hydrostatic articulated 

steering 
  

58 Pump Variable displacement piston pump. 
148.5 l/min (39.2 gal/min) 

  

59 System Pressure 210 bar (3.046 psi)   
60 Cylinder Double acting  

2-80 mm(3.15”)*424 mm (16.7”) 
  

61 Steering Angle 400 to both right and left angle 
respectively 

  

 SOUND DETAILS  
62 Guaranteed noise level presented below can be differed depending on a range of 

factors such as operating conditions, speed of a cooling fan, types of engine and so 
forth. Hearing protection shall be necessary if an operator is working in the 
improperly maintained cabin or exposed to a noisy environment by leaving doors 
and/or windows open. 

  

63 With Cooling Fan Speed at Maximum Value   
64 Operator Sound Pressure   Level (ISO 6396 2008)         70 dB a 68 dB   

65 Exterior Sound Power Level (ISO 6395.2008)       105 dB(A)         
 AIR CONDITIONING SYSTEM DETAILS  
66 The air conditioning system contains fluorinated greenhouse gas refrigerant R134a 

(Global Warming Potential=1430). The system contains 0.75 kg of refrigerant 
representing a CO2 equivalent of 1.0725 metric tones.  

 
 
 

 
 
 

 LIGHTING SYSTEM  
67 Pay loader is to be equipped with all types of light such as four front work lights, two 

rear lights, registration plate light, parking lights, direction indicators, reverse light as 
well as cabin light. 

 
 

 
 

 INSTRUMENTATION  
68 All types of indicator / measuring instrument to be inbuilt in the control / drivers 

desk. 
  

 MAINTENANCE TRAINING  
69 Supplier will have to provide 07 days (08 hours/days) maintenance training free of 

cost (both electrical and mechanical) to 6 employees of MCF. The training shall be 
conducted at MCF. Training curriculum should include both theoretical and practical 
aspects of the Pay loader / Wheel loader. 

 
 

 
 

 DOCUMENTATION   
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70 02 sets of Parts catalogue/Identification Number along with  Operation/ Maintenance 
manual is to be provided both in printed and soft version   

  

 AFTER SALES SERVICE   
71 The supplier must give an assurance to provide after sale service support in respect of 

spare parts supply and repair of break down for 10 (ten) years effect from the date of 
acceptance of pay loader by MCF. 

 
 

 
 

 FIRST MOVING SPARES   
72 Will be supplied along with Pay Loader/ Wheel Loader of following (Should be included): 

Air Filter  : 24 Nos 
Fuel Filter  : 24 Nos 
Lube oil Filter  : 18 Nos 
Hydraulic Filter : 18 Nos 
Transmission Filter : 18 Nos 

 
 
 
 

 
 
 
 
 

 WARRANTY & PERFORMANCE GUARANTEE 

73 Warranty: Minimum 1 year or 2,000 operational hours (whichever comes first)   

74 Performance Guarantee (PG): 10% of the total CFR value for 395 days from the 
delivery date 

  

OTHER INFORMATION NEEDED FOR SUBMISSION: 
Sl# Items name Info Bidder’s offer 
1 Principle Name & address: By Bidders To be mentioned  

2 Local Agent Name & address: By Bidders To be mentioned  
3 Total CFR/CPT Price Chattogram/Ready stock US $/EURO or  (For 

local BDT offers, VAT and TAX should be included. 
To be mentioned  

4 Registration, Commissioning, Training and Successful Test run 
(Turnkey basis) cost in BDT and Payment mode: After arriva at 
MCF  

To be mentioned  

5 Transportation Cost and Payment mode: (Port to MCF site) in 
BDT and Payment mode: After arriva at MCF 

To be mentioned  

6 Inspection & Test and Payment mode: For Import/LC offer: 
Third party SGS/Bureau VERITAS, etc Or For Local offer: SGS/ 
Bureau VERITAS/BUET/BSTI/MCF/Intertie Payment will be after 
completion of PSI.  

Included in offered 
price 

 

7 Mode of Payment: As per Part 7, Article 15 To be mentioned  
8 1% of the quoted price as earnest money in the form of a Demand 

Draft/Pay Order 
To be mentioned  

9 Certificate (Authorization etc.) To be mentioned  
10 Offer Validity 90 days  
11 Liquidated damage (LD): As per Part 7, Article 17 To be mentioned  
12 Experience (similar) in Bangladesh & abroad To be mentioned  
13 Port of shipping (If Import/LC by Buyer offer)/Loading  To be mentioned  
14 Latest Shipment Date (If Import/LC by Buyer offer) To be mentioned  
15 LC opening Bank  (If Import/LC by Buyer offer) Trust Bank  
16 Arrival date at MCF, Mongla, Bagerhat, Bangladesh To be mentioned  
17 H.S code (BD) To be mentioned  
18 LC opening Bank LC Issuing from Trust Bank, BD (Others Bank 

will not be Accepted) 
 

19 Fast moving spare parts list with 
price which should  be valid for 
minimum 2 years 

To be mentioned by supplier To be quoted 
separately 

 
Special Note: 

 Pay loader is to be designed and manufactured for Cement Industry and dust prone 
environment. 

 The quoted price must be inclusive of all accessories, commissioning, and a successful test 
run on a turnkey basis. 
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